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EROSION AND SEDIMENT CONTROL
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ALL SILT FENCING TO BE INSTALLED PRIOR TO COMMENCEMENT OF ANY AREA GRADING, EXCAVATING OR
DEMOLITION AND MAINTAIN IN GOOD CONDITION UNTIL CONSTRUCTION IS COMPLETED AND VEGETATIVE COVER IS

HIGHWAY 401

ESTABLISHED.
EROSION CONTROL FENCING TO BE PLACED AROUND THE BASE OF ALL STOCKPILES. ALL STOCKPILES TO BE
KEPT A MINIMUM OF 2.5m FROM ALL PROPERTY LINES. /
x
EROSION PROTECTION TO BE PROVIDED AROUND ALL STORM AND SANITARY MANHOLES AND/OR CATCHBASINS \/ o
AS PER THE ATTACHED DETAILS. /B\
ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED AS SITE DEVELOPMENT PROGRESSES. CONTRACTOR O \(
TO PROVIDE ALL ADDITIONAL EROSION CONTROL STRUCTURES. R
EROSION CONTROL STRUCTURES TO BE MONITORED REGULARLY BY CONTRACTOR AND ANY DAMAGE REPAIRED SILT FENCE TO BE
IMMEDIATELY. SEDIMENTS TO BE REMOVED WHEN ACCUMULATIONS REACH A MAXIMUM OF ONE THIRD (1/3) THE KEYED-IN TO
HEIGHT OF THE SILT FENCE. MUDMAT
ALL EROSION CONTROL STRUCTURES TO REMAIN IN PLACE UNTIL ALL DISTURBED GROUND SURFACES HAVE BEEN
RE—-STABILIZED EITHER BY PAVING OR RESTORATION OF VEGETATIVE GROUND COVER.
NO ALTERNATE METHODS OF EROSION CONTROL PROTECTION SHALL BE PERMITTED UNLESS APPROVED BY K.
SMART ASSOCIATES LIMITED AND THE CITY OF KITCHENER'S DEVELOPMENT & TECHNICAL SERVICES DEPARTMENT
(ENGINEERING). 2 NOTES:
THE CONTRACTOR IS RESPONSIBLE FOR REMQVING SEDIMENTS FROM THE MUNICIPAL ROADWAY AND SIDEWALKS g
AT THE END OF EACH WORK DAY. =
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